N@A Infrared Telescope Facility

Image Quality
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Temperatures
17 Telescope Temperature Sensors (Temp in Celcius)
16 /’\
15 | J
14 \ ,//\ 'l M [
13 f\l\\\ ,!' \ / // \ /
12 ,’ \ 31N Iﬁ\ [ [
11 [ ] | I\ L / N \\
10 L Ay )\ / h Ja
0 v\ N4l /Al NJ [ [ L
8 | \ \ \ \l / /M \. I A
7 Hy A | ' \ ’ \
L e A —
5 A \ / \ \ [ /
4 / / / \"\/"\ / )
3 ] A\ B \ I )
2 vvi_, 7 N
1 | ™~ IN— N\ T\ ~—— 7/ 7\
0 X Y 4 2 b — R\
1 L/‘l = VI \
D) T\
-3 W\ ‘I'M‘\ %‘
. ~ \ s
= \/ \
5 : \
-6 \ A
4 WAl
-8
00h 11h 22h 0%h 08h 19h 06h 17h 04h 16h 03h 14h 01h 12h  00h
—TT11L  —T12 —T13 —TT14 —TIT5 —TT7 —TI18 —TML —TMW2
—TM3 — TMB1 — TD1 —TD2 —TD3 — 14
—TD5 —TD6 —TF1 —TF3 —TF4 —TF5 —TF6  —TF7
—TF8 —TE1 —TE2




