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CONTROL

STD PWM
CONV &

INV
Losses 

QUIET PWM
CONV & INV

Losses

CONTROL
FIXED
Losses

BOOST
REG Loss

At Full
Load

 Line Reactor Loss At Full
Load

STD PWM
Total

Losses
QUIET PWM
Total Losses

MODEL No. SIZE INPUT VAC (Watts) (Watts) (Watts) (Watts) Cat. No. (Watts) (Watts) (Watts)

ZD22H210−EL C+ 230 268 315 102 80 LRAC03501 49 499 546

ZD22H215−EL C+ 230 397 311 102 109 LRAC04501 54 662 576

ZD22H220−EL C+ 230 527 458 102 136 LRAC05501 64 829 760

ZD22H225−EL C+ 230 690 611 102 137 LRAC08001 82 1011 932

ZD22H230−EL D+ 230 571 768 170 164 LRAC08001 82 987 1184

ZD22H240−EL D+ 230 1095 942 170 187 LRAC10001 94 1546 1393

ZD22H250−EL D+ 230 1437 1286 170 225 LRAC13001 108 1940 1789

ZD22H410−EL C+ 460 240 326 102 80 LRAC01802 43 465 551

ZD22H415−EL C+ 460 336 259 102 86 LRAC02502 52 576 499

ZD22H420−EL C+ 460 432 379 102 110 LRAC03502 54 698 645

ZD22H425−EL D+ 460 544 504 102 134 LRAC03502 54 834 794

ZD22H430−EL D+ 460 640 740 170 158 LRAC04502 62 1030 1130

ZD22H440−EL D+ 460 880 738 170 228 LRAC05502 67 1345 1203

ZD22H450−EL D+ 460 1040 1023 170 217 LRAC08002 86 1513 1496

ZD22H460−EK D+ 460 1280 1236 100 299 LRAC08002 86 1765 1721

ZD22H475−EK E 460 2400 2322 153 395 LRAC10002 84 3032 2954

ZD22H4100−EK E 460 3000 2928 153 420 LRAC13002 180 3753 3681

ZD22H4150−EK F 460 3610 191 750 LRAC20002 168 4719

ZD22H4200−EK F 460 4750 191 850 LRAC25002 231 6022

ZD22H4250−EL G+ 460 6200 CONTROL 
RATINGS

1000 900 LRAC32002 264 8364 CONTROL 
RATINGSZD22H4300−EL G+ 460 8140

CONTROL 
RATINGS 

NOT
1000 1620 LRAC40002 333 11093

CONTROL 
RATINGS 

NOT
ZD22H4450−EL G+ 460 8400

 NOT      
 AVAILABLE 1000 1650 LRAC50002 340 11390

 NOT      
 AVAILABLE

ZD22H4400−EL G+ 460 10560 1000 1750 LRAC50002 340 13650

ZD22H4450−EL G+ 460 11880 1000 1850 LRAC60002 414 15144
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Administrator
Sticky Note
 The column listed as “STD PWM Total Losses” encompasses all of the losses at full load.

Administrator
Sticky Note
“Control Fixed Losses” this is the losses incurred while power is applied and the output section disabled.

Administrator
Sticky Note
Pg 13 fromBaldor Series 22H Line Regen AC Flux Vector ControlInstallation & Operating Manual MN7223/05




